
A    Rotator Pin Diameter  (mm) 45 45 45 45 45 45

B    Inside Rotator Width  (mm) 100 100 100 100 100 100

C    Pin Centre Length  (mm) 220 220 220 220 220 220

D    Boom Nose Pin Diameter
  

(mm) 45 45 45 45 45 35

E    Boom Nose Inside Width  (mm) 100 100 100 80 100 80

F  Boom Nose Outside Width  (mm)
 

160-170-180 190-200-210 140-150 N/A N/A N/A

  Weight lbs (kg)
 

50 (23) 53 (24) 50 (23) 42 (19) 42 (19) 45 (21)

Part Number B3750 B3750-1 B3750-2 B3755 B3755-1 B755-2 

Features
•	 Compact	Design
•	 Robust	cast	steel	link
•	 Heat	treated	alloy	steel	pins
•	 Heavy	wall	(1⁄4”	-	6mm)	bronze	pin	bushings
•	 Composite	friction	sleeve
•	 Low	maintenance
•	 Superior	braking	power	over	disc	style	systems	
	 in	this	size	class
•	 Long	sleeve	life	under	heavy	braking	loads

Applications
•	 Designed	for	Indexator	and	other	Scandinavian		
	 production	rotators	with	100mm	between	
	 mounting	lugs	and	45mm	pin.

•	 Various	pin	lengths	available	to	match	
	 OEM	boom	nose	widths.

Heavy Duty Swing Brake
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US Patent 
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Other Patents 
Pending

750 Series Compact

Double Direction - 750 Single Direction - 755
















